
[Products Parameters]

Product Number AERO SPOT 60

Light Source 60W LED(7500K), 50000 hours lifespan

Optic System High precision fresnel optic system 

with 12°projection angle

Input Voltage  

Power Consumption 190W(Charging mode); 

90W(Battery operated mode)

AC90-260V 50/60Hz  

Battery type 

Battery charge time

Max-endurance   

Lithium ion

5.5 hours(0-100%)  

8 hours(Full power), 

8~12 hours(built-in program)  

Battery protection   Short circuit protection, over current 

protection,overflow charging   

Control Signal    

DMX Input/Output   

DMX Mode   13/11 DMX channels USITT DMX-512   

DMX512, master-slave and sound  activated ,

auto  operation,wireless

XLR 3-Pin Male/XLR 3-Pin Female   

Pan/Tilt Movement   

Color  Wheel   1 Color wheel with 7colors plus open   

360°/540°/630° PAN ,90°/180°/270° TILT 

Gobo  Wheel   1 Static gobo wheel with 6gobos plus open  

Cooling system    Low noise fan   

Display     

Dimension    

2.4" TFT LCD display    

15.2"x15"x8.7"/38.5X38X22cm    

Packaging Dimension    14.6''x11"x16.7"/37X28X42.5cm    

Net Weight    

Gross Weight    

23.4lbs/10.6kgs    

30.6lbs/13.9kgs    

[Gobo & Color ] [Photometrics Diagram ]
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[Products Features]

u Powered by 60W White LED
u 6 Rotating Gobos & 3-Facet Prism
u 9 Built-in Shows with RF Remote Control included
u Battery-Powered with Built-in Wireless DMX Technology
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